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cantilevered loft
over

boiler room
under

sand/cement screed on extg 
concrete screed to marry
up with general floor level

25mm Ancaster 'Hard White'  
on lime mortar bedding on
extg concrete screed to marry
up with general floor level

organ frame sole plate
to bridge over monument

at post bearings take up floor slabs 
locally & remove screed to top of 
limecrete to expose heating pipes

stainless steel post shoe with
bearing plate on stainless steel
'top hat' to straddle heating pipes

take up existing floor slabs & screed
under organ frame post bearings
place 300x300mm limecrete pads 
under post bearings with dpc

take up floor slabs along edge of organ 
frame & remove screed to top of limecrete 
to expose heating pipes, fix stainless steel 
'top hats' to straddle heating pipes under 
length of organ frame sole plates

organ frame

boiler room
under

movable screens
as required relocated heating

controls panel 

store

2700 x 2700 soundboard

wall monument 
to be repaired 
as required

wall monument to be removed, 
repaired & refixed on new stainless 
steel brackets built into wall
wall fracture to be stitched & made 
good

existing west facing lead/tin
pipes to be repolished
existing south facing & 
internal pipes to be resprayed
matching 'silver' colour
new pipes shown edged
in pink to be sprayed 'silver'

provide intermediate 
support for boiler flues

electrical provision:
2no wall mounted light fittings
2no double 13A sockets
2no data points
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